HYDRAULIC BALL VALVES

ARS Series - Two-Way Direct Mount

« CarbonSteelwithZincChromatePlating
(RoHS Compliant)

« 316 stainless steel available

+ POM seats & Buna O-rings standard on
carbon steel valves
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ARS3 SERIES CODE 61

SERIES SIZE n\/’:/i( A B C D E F G H | Y X K R S T U SwW Lw WEIGHT

ARS3#8 1/2" | 3000 | 264 | 1.10 | 295 228 | 043 | 3.08 | 3.07 | 433 | 3.09 1.50 0.69 | 5/16"-18 | 142 | M5 | 071 | 039 | 035 | 0.51 | 53LBS

ARS3#12 | 3/4” | 3000 | 3.37 | 144 | 3.15 236 | 055 [ 394 | 406 | 7.09 | 4.06 1.87 087 | 3/8"-16 | 197 | M6 | 071 | 039 | 055 | 0.79 | 8.6LBS

ARS3#16 1 3000 | 3.88 | 1.56 | 3.46 272 | 055 | 445 | 465 | 7.09 | 575 2.06 1.03 | 3/8"-16 | 1.97 | M6 | 0.75 | 039 | 0.55 | 0.98 | 13.9LBS

ARS3#20 | 1-1/4" | 3000 | 5.65 | 279 | 3.94 287 | 055 | 638 | 571 (1181 | 6.73 231 1.19 | 7/16"-14 | 197 | M6 | 0.79 | 039 | 0.67 | 1.26 | 27.0LBS

ARS3#24 | 1-1/2" | 3000 | 6.30 | 3.07 | 433 315 | 055 | 703 | 650 | 11.81 | 7.38 275 141 1/2"-13 | 197 | M6 | 0.79 | 039 | 067 | 1.50 | 37.2LBS

ARS3#32 2" 3000 | 7.56 | 3.66 | 4.57 354 | 055 | 809 | 772 | 11.81 | 844 3.06 1.69 1/2"-13 | 276 | M8 | 0.79 | 039 | 0.67 | 1.89 | 56.5LBS

ARS3#40 | 2-1/2" | 2500 | 7.80 | 3.66 | 5.91 421 | 081 | 835 | 799 | 2362 | 10.24 | 3.50 200 | 1/2"-13 | 276 | M8 | 079 | 051 | 0.75 | 2.48 | 72.1LBS

ARS3#48 3” 2300 | 8.07 |3.94 | 591 421 | 087 | 896 | 827 | 2362 | 1098 | 4.19 244 | 5/8"-11 | 276 | M8 | 094 | 0.51 | 0.75 | 2.87 | 80.3LBS

ARS3#64 4" 500 9.88 | 480 | 6.69 520 | 1.06 | 1094 | 10.16 | 23.62 | 12.80 5.13 3.07 | 5/8"-11 | 402 | M10 | 094 | 0.51 | 0.94 | 3.74 | 135.1LBS

ARS3#80 5" 500 | 11.34 | 551 8.27 6.30 | 1.38 | 12.68 | 12.20 | 23.62 | 14.67 6.00 3.63 5/8"-11 492 | M12 | 118 | 067 | 1.42 | 453 | 216.2LBS

ARS3 SERIES CODE 62

SERIES SIZE MP/S\IX A B C D E F G H | Y X K R S T U SwW Lw WEIGHT

ARS6#8 1/2" | 6000 | 2.64 | 1.10 | 295 228 | 043 | 3.08 | 3.07 | 433 3.09 1.59 0.72 | 5/16"-18 | 142 | M5 | 0.71 | 039 | 035 | 0.51 | 11.7LBS

ARS6#12 | 3/4” | 6000 | 3.37 | 144 | 3.15 236 | 055 | 394 | 406 | 7.09 | 4.06 2.00 094 | 3/8"-16 | 197 | M6 | 0.71 | 039 | 0.55 | 0.79 | 19.0LBS

ARS6#16 1" 6000 | 3.88 | 1.56 | 3.46 272 | 055 | 445 | 465 | 7.09 | 575 2.25 1.09 | 7/16"14 | 197 | M6 | 0.75 | 039 | 0.55 | 0.98 | 30.7LBS

ARS6#20 | 1-1/4" | 6000 | 565 | 279 | 3.94 287 | 055 | 638 | 571 (1181 | 6.73 2.63 1.25 1/2"-13 | 1.97 M6 | 087 | 039 | 0.67 | 1.26 | 59.4LBS

ARS6#24 | 1-1/2" | 6000 | 630 | 3.07 | 433 3.15 | 055 | 703 | 650 | 11.81 [ 7.38 3.13 144 | 5/8"-11 197 | M6 | 087 | 039 | 0.67 | 1.50 | 82.0LBS

ARS6#32 2" 6000 | 7.56 | 3.66 | 4.57 354 | 055 | 809 | 772 | 11.81 | 844 3.81 175 | 3/4"-10 | 2.76 | M8 1.10 | 039 | 067 | 1.89 | 124.5LBS
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HYDRAULIC BALL VALVES

ARS Series - Two-Way Direct Mount

Model Code Breakdown

ARS3#40 -11DB (L)

VALVE SERIES I— OPTIONAL LOCKING KIT

ARS3 | Code 61

v
ARS6 | Code 62 g >
ADAPTER & STEM SEALS <<
Q-
CONNECTION TYPE/SIZE B_ | Buna- Standard <
V | Viton (Std on S/S)
BODY & ADAPTER MATERIAL BALL & STEM SEATS
Carbon Steel | D | POM- Standard

2 316 Stainless Steel

BALL & STEM MATERIAL

1 Carbon Steel
2 316 Stainless Steel

Pleaseconsultyoursystem’ssealmanufacturerforrecommendationofsealselection,
as Anchor Fluid Power does not accept responsibility for seal selection.

MAXIMUM & MINIMUM WORKING TEMPERATURES FOR SEAL MATERIALS

BUNA -22°

VITON -13° 392°

PA612 49°

PEEK -58° 482°

POM -22° 212°

-500° -400° -300° -200° -100° 0° 100° 200° 300° 400° 500°

All temperatures are in degrees Fahrenheit.
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