® Flow Control Valves
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Flow Control Valve = Type DRV
(In-Line Assembly)
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Dimensions Characteristics
Type + Thread Dimensions (™/i) Weight ' Throttle and shut-off the flow of liquid media
Nominal Size  Options G1 G2 H1 H2 H3 B1 @D1 @D2 SMax) L1 L2 (“9/1ns) in direction A-B (free flow in reverse direction)
64 59 18 16 |24 13 3 45 26 010
DRV-06 G1/8BSP PG7 Features
1/8NPT 252 232 .71 .63 .94 |51 2 177 102 |22
) ' ) ) ' ’ ’ ’ ' ’ = Designed for in-line assembly with female
G1/4BSP 835 775 27 25 29 19 7 55 34 030 BSP, NPT and SAE threaded connections
DRV-08 1/4NPT PG 11 = Panel mounting nuts available on request
7/16—20UNF (1/4" SAE) I L = Graduated turning knob and coded spindle
G3/8BSP 90 83 (32 30 (29 (19 7 65 41 045 to accurately control flow
DRV-10 3/8NPT PG 11 = Set-screw located on side of turning
OH6-18UNF (314" SA) 354 327 126 118 114 |75 28 256 161 .99 knob 1o lock valve in position
G1/2BSP 1095 995 38 |35 (38 23 7 73 44 0,70
DRV-12 1/2NPT PG 11 Media Compatibility
3/4-16UNF (1/2° SAD) 431 392 150 138 150 91 .28 287 173 154 « Suitable for hydraulc fiuids
G3/4BSP 1285 1185 48 45 |38 |23 7 88 |57 |126
DRV-16 3/4NPT PG 16 Pl tact STAUFF before using with other media.
AU e 506 | 467 11.89 1177 1150 | 91 28 346 204 278 ease contact STAUFF before using with other media
G1BSP 159 (146 |55 |50 |49 38 10 127 77 | 260 Materials
DRV-20 1NPT PG 16 = Body and spindle made of Steel (1.0715)
1-5/16-12UN (1" SAE) 2D (G107 ST IR UEU s B SAE B zinc/iron-plated (Fe/Zn Fe Co 8 C) and free of
G1-1/4BSP 169 |156 |65 |60 49 38 |10 143 |93 370 hexavalent chromium CrVI (standard option);
DRV-25 1-1/4NPT PG 29 Stainless Steel (1.4571) version available
1-5/8-12UN (14" ) 6.65 614 256 236 193 150 .39 563 366 816 « Turning knob made of Polyamide (PA)
G1-1/2BSP 175 (166 |75 |70 |49 38 10 143 91 | 476 = 0-rings made of NBR (Buna-N®); FKM/FPM (Viton®)
DRV-30 1-1/2NPT PG 29 and EPDM sealed version available
2N (42 689 654 295 276 193 150 39 | 563 358 1049 eaversion avat
G2BSP 199 186 95 90 49 (38 10 165 111 |852 Contact STAUFF for alternative materials.
DRV-40 2NPT PG 29
21/2-12UN 2" 54D 783 732 374 354 193 150 |39 650 437 [1878 | Lo oo

= Opening pressure: 0,5 bar / 7 PSI
Order Codes (4,5bar / 65 PSI available on request)

= Maximum working pressure:
350bar /5000 PSlI (for all sizes)
DRV|- (25| - [B| - [G] - (W5

= QOperating temperature range:

PM
@ -20°C... +100°C/ -4°F ... +212°F

Please see page 100 for detailed flow characteristics.

@ Type @ Connection
Flow Control Valve (In-Line Assembly) DRV Female BSP threads (IS0 228) G
Female NPT threads (ANSI B1.20.1) N
@ Nominal Size DN Female UN/UNF thread (SAE J514) u
06 08 10 12 16 20 25 30 40
(®) Body / Spindle Material
(® Sealing Material Steel, zinc/iron-plated (standard option) —
NBR (Buna-N®) (standard option) B Stainless Steel W5
FKM/FPM (Viton®) Vv
EPDM E (© Panel Mounting Nut
Without panel mounting nut (standard option) —_
With panel mounting nut PM
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