HYDRAULIC BALL VALVES

LV2B Series - 1000 WOG Stainless Steel

All stainless steel construction

Locking handles standard

Ideal for suction, pressure and return lines
Available in NPT & SAE threads

Mounting holes standard on SAE #16 - #64

MODEL CODE:

LV2B N 1/2”

LV2B SERIES - NPT

-2T

FLUID POWER

ANCHOR

866-FLANGES
sales@anchorfluidpower.com |

SIZE A B ¢ o E u;c ¢ THREAD TYPE (N-NPT; S-SAE) _I \
L
1/4” 36 213 | 213 | 112 49 N/A 433 | THREAD SIZE (EX. N1/2”; $#8)
3/8” 50 213 | 217 | 112 49 N/A 433
1/2” 59 224 | 228 | 112 49 N/A 453
COMPONENT MATERIALS PRESSURE -TEMPERATURE
3/4 79 268 | 240 | 112 49 N/A 453 COMPONENT MATERIAL | aTY RATING
i £ || 818 | 9 || W8 || & N (e VALVE BODY ASTMA351 | 1 1400
1-1/4 1.26 358 3.19 1.48 1.00 N/A 504 GR CF8M
1200
1-1/2” 1.50 4.06 3.54 1.48 1.00 N/A 6.10 TAILPIECE ASTMA351 | 1
GR CF8M
2’ 197 | 48 | 425 | 150 | 1.00 N/A 6.10 1000
BALL ASTMA51 | 1 =
2-1/2” 256 | 630 | 520 N/A N/A N/A 9.06 GR CF8M & RN
800
3 315 | 728 | 571 N/A N/A N/A 9.06 STEM 316 1 w
o \
BALL SEAT PTFE 2 > 600
LV2B SERIES - SAE o \
STEM SEAT PTFE 1 &
SIZE A B c D E F G & 400
unc STEM PACKING PTFE 1 a \
1/47 35 240 | 213 | 112 49 N/A 433 STEM GLAND 304 1 200 \\
3/8” 47 240 | 217 | 112 49 N/A 433 HANDLE 304 1 I
1/2” 59 252 | 228 | 112 49 N/A 453 STEM LOCK WASHER 304 1 0 100 200 300 400 S500°F
3/4” 79 323 | 240 | 112 49 N/A 453 STEM NUT 304 1 T — T T ¢
0 S0 100 1S5S0 200 250
i 98 362 | 303 | 138 91 1/4-20 5.04 HANDLE SLEEVE VINYL 1 TEMPERATURE
1-1/47 126 | 39 | 319 | 148 | 1.00 1/4-20 5.04 LOCK 304 1
1-1/2” 150 | 423 | 354 | 148 | 1.00 1/4-20 6.10
2 197 | 490 | 425 | 150 | 1.00 1/4-20 6.10
21/2” 256 | 630 | 520 | 225 | 118 1/4-20 9.06
3" 315 | 728 | 571 | 276 | 118 1/4-20 906 | *4”SAE - 500 PSI max for LV2BS#64-2T-MH
g 393 | 88 | 741 | 276 | 118 | 1420 | 1300 [ **For WOG Accessories refer to pages 67
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