HYDRAULIC BALL VALVES

MV2B Series - 2000 WOG Stainless Steel

» All stainless steel construction

+ Locking handles standard

« Ideal for suction, pressure and return lines
« Available in NPT & SAE threads

HYDRAULIC
BALL VALVES
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SIZE A B [H G
THREAD TYPE (N-NPT; S-SAE) _I
1/47 36 213 213 433
LN
38" 50 213 917 433 THREAD SIZE (EX. N1/2”; S#8)
1/2" 59 2.24 2.28 453
e 70 276 540 53 COMPONENT MATERIALS
1 9 | 325 | 303 | 500 COMPONENT MATERIAL | Q1Y PRESSURE-TEMPERATURE
" VALVE BODY ASTMA351 | 1 RATING
1-1/4 126 | 358 3.19 5.04 GR CF&M
T2 | 150 | 406 | 354 | 610 TAILPIECE ASTMA35T | 1 2000
2 1.97 4.90 425 6.10 GR CF8M 2000
BALL ASTMA351 | 1 1800
MV2B SERIES - SAE STEM 316 1 L 1400
D 1200
SIZE A B c G BALL SEAT PTFE 2
O 1000 \‘
1/4 35 2.40 213 433 STEM SEAT PTFE 1 R, \
3/8” 47 2.40 217 433 STEM PACKING PTFE 1 B o \\
1/2 .59 2.52 2.28 453 STEM GLAND 304 1 400 \
3/47 79 3.23 2.40 453 HANDLE 304 1 Rl {
1" 98 3.62 3.03 5.04 STEM LOCK WASHER 304 1 0 100 200 300 400 S00°F
1-1/4” 126 | 3.9 3.19 5.04 STEM NUT 304 1 — T ¢
0 S0 100 150 200 250
1-1/2" 150 | 4.23 3.54 6.10 HANDLE SLEEVE VINYL 1 TEMPERATLRE
2’ 197 | 490 425 6.10 LOCK 304 1
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