
Maximum Working Pressure rating 10000psig (689bar) @100°F(38°C)

Temperature rating -65 to 450°F (-54 to 232 °C) with PTFE packing

Body material 316 stainless steel, Carbon steel

Orifice 0.197" (5.0mm)

No. Component
Material Grade / ASTM Specification
Stainless Steel Carbon Steel

1 Bar Handle Stainless Steel

2 Dust Cap PVC

3 Lock Nut Stainless Steel

4 Bonnet SS316 / A479 A105

5 Body SS316 / A479 A105

6 Stem SS316 / A479

7 Packing Bolt SS316 / A479

8 Packing Gland SS316 / A479

9 Packing PTFE, Grafoil

10 Bonnet Seal PTFE, Grafoil

11 Vee Tip SS630 / A564

Body Material Stainless Steel Carbon Steel

Temperature Rating
-65 °F ~ 450 °F 

(-54 °C ~ 232 °C)
-20 °F ~ 350 °F 

(-29 °C ~ 176 °C)

Pressure Rating @ 100 °F 10000 psig (413 bar) 10000 psig (413 bar)

Pressure Rating 
@ Max Temperature

4000 psig @ 500 °F 
276 bar @ 260 °C

5230 psig @ 350 °F 
360 bar @ 176 °C



Size (inch) 1/4 3/8 1/2 3/4

Screwed BSPT 4R 6R 8R 12R

Screwed NPT 4N 6N 8N 12N

Order Number Orifice
(mm)

Cv
End Connections Dimensions

Series Part No. Inlet Outlet L1 A1 A2 Q L2 B1 B2 E F H

SHBNV

F 4N

5.0 0.52

1/4 Female NPT

76.0 38.0

38.0 38.0 57.0 38.0 38.0 19.0 64.0 87.5

MF 4N 1/4 Male NPT 1/4 Female NPT

F 6N 3/8 Female NPT

MF 6N 3/8 Male NPT 3/8 Female NPT 82.0 44.0

F 8N 1/2 Female NPT 76.0 38.0

MF 8N 1/2 Male NPT 1/2 Female NPT 87.0 49.0

F 12N 3/4 Female NPT 84.0 42.0 42.0 42.0 63.0 42.0 42.0 21.0 64.0 89.5




