Multi-Way Ball Valves

ESlsTaure °

List of Components

High-Pressure Block Body Ball Valve = Type XBV-4

1 No. Qty. Description
1 1 Body
2 1 StopPin
5 3* 2 Bearing
6! 4 1 Trunnion Retainer
5% 2 Trunnion 0-Ring
P — 6* 1  Retainer 0-Ring
- 7 4  BallSeat
8* 4  Seat0-Ring
9* 4 Connector 0-Ring
10 1  CamPlate
11 1 SnapRing
12* 2 Trunnion Back Up Ring
Pressure inlet possible 13 4  SeatSupport
from all ports! 14 1 Trunnion Ball
15 4  Connector
16 1  Handle
Characteristics 17 1 HandleBolt

Four-way high-pressure block body ball valves designed for use as 4-way selectors (double L-bore, 90° operation with closed position) for hydraulic applications

Standard Construction

= Block body design for in-line assembly
= Multi-way valve with trunnion-style ball
= Supplied with lever

Standard Connections Styles / Sizes

= Female BSP thread (DIN ISO 228) >G 1-1/2 BSP

= Female NPT thread (ANSI B1.20.1) >1-1/2 NPT

= Female UN/UNF thread (SAE J 514) >1-5/16—12 UN (1" SAE)

Options / Accessories

= Alternative lever designs/materials (see page 114)
= Locking devices (see pages 115-117)

= Actuator packages (see page 118)

Standard Materials

= Body:
= Ball:

= Stem:
= Lever:

= Ball seat:
= 0-rings:

Carbon Steel, zinc/iron-plated

Carbon Steel, hard chrome-plated
Carbon Steel

Aluminium (STAUFF Sizes 02 and 04)
Zinc (STAUFF Sizes 06 to 10)
Aluminium (STAUFF Sizes 12 to 24R)
Delrin® (POM)

FKM/FPM (Viton®)

Order Codes

XBV

O

® Type

Multi-Way Double L-Bore Ball Valve XBV

(@ Number of Ports

Four Ports (Four-Way Ball Valve) 4

(® Connection Style

Female BSP Thread (DIN ISO 228) G
Female NPT Thread (ANSI B1.20.1) N
Female UN/UNF Thread (SAE J 514) U
24° Cone Connection (Light / Heavy Series) —_

Please contact STAUFF for alternative connection styles.

@ Connection Size

STAUFF Size (according to dimension table)
for connection styles G, N and U:

02 04 06 08 10 12
Tube Size (according to dimension table)
for 24° Cone Connection (Light Series):

06L 08L 10L 12L 15L 18L 22L 28L 35L
Tube Size (according to dimension table)
for 24° Cone Connection (Heavy Series):
08S 10S 128 14S 16S 20S 25S 30S 38S

16 20R 24R

Please contact STAUFF for alternative connection sizes.

- [4] -
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= 24° Cone Connection (DIN 2353 /1S0 8434-1) >35L
= 24° Cone Connection (DIN 2353 /IS0 8434-1) >38S

Pressure loaded seats at all ports!

Pressure Range
= Pressure range: up to 500 bar / 7250 PSI (depending
on size and material combination of the ball valve)

Temperature Range
= Operating temperature range:
-20°C ... +100°C/-4°F ... + 212°F

02

®

(5 Body Material / Surface Finishing
Carbon Steel, zinc/iron-plated
Stainless Steel V4A (AISI 316Ti)

Alternative materials / surface finishings are available
upon request. Contact STAUFF for further information.

(® Ball / Stem Material
Ball: Carbon Steel, hard chrome-plated
Stem: Carbon Steel
Ball / Stem: Stainless Steel V4A (AISI 316Ti)

Alternative materials / surface finishings are available
upon request. Contact STAUFF for further information.

@ Ball Seat Material
Delrin® (POM)

Alternative materials are available upon request.
Contact STAUFF for further information.

0-Ring Material
NBR (Buna-N®)
FKM/FPM (Viton®)
EPDM

Alternative materials are available upon request.
Contact STAUFF for further information.

1

-y

= Limit switches (see page 118)

= Stainless Steel body

= Stainless Steel ball and stem

= Special ball seat and 0-ring materials available for
lower/higher temperatures and more aggressive media

= Seal kits (including items marked by * in the above list)

Porting Pattern

= Symbol: X P14
= Qverlap:  negative U —
[A]
= Qperating: 90° with 3@‘% ?%3: ?@3‘[
closed position

4

= Stop of end position: i: :; H [X—l

1

Please see pages 120-121 for alternative porting patterns.

6060 b

(® Manufacturing Code
Manufacturing code for all connection styles

Lever Options
Supplied with standard lever (according to table)
Supplied without lever

Alternative levers can be ordered separately.
Please see page 114 for further information.

(@ Accessories / Options
Supplied without accessories
Supplied with Locking Device LD4

Please see page 115-119 for further
information and options.
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Multi-Way Ball Valves

High-Pressure Block Body Ball Valve = Type XBV-4
Double L-Bore Four-Way Selector = Female BSP Thread (DIN IS0 228)

When ordering the standard option as indicated in the
table below, the following materials will be supplied:

= 5 = Body, ball and stem: Carbon Steel
- = |ever: Aluminium (STAUFF Sizes 02 and 04)

Zinc (STAUFF Sizes 06 to 10)
Aluminium (STAUFF Sizes 12 to 24)

= Ball seat: Delrin® (POM)

= 0-rings: FKM/FPM (Viton®)
STAUFF Thread Size Nominal Dimensions (™/i) Nom. Pressure Weight ~ Order Codes
Size d SzeDN LW L D I a H h m K V SW i d H H2 (%s) (/) (Standard Option)
OSP4 o e oo o o 157 om0 5 4w o w0 asp OG0
G e A O - -3 VA o D A R ) o T O T T
06 G3/8BSP 10 .728 1.1553 2015 g?ss 2?68 ?%7 ?.706 5.(:307 .152 1;% 1545 622 233 ?ggo g?g XB-4-G06-0001-M
08 G1/2B5 3 .1309 ;3365 ;0221 §g5 ;.%7 (25%6 ?.122 3.%07 .152 1;5 .1664i3 .%5 2223 gggo :0938 XBV-4-G08-0001-M
10 G5/BBSP 16 .1309 ;3:19; 1309(11 2015 ?07 2.036 13.122 5%07 .1515 1;5 1781 %5 2223 gggo ‘1‘0938 XBV-4-G10-0001-M
O e I - 1 - N T e A I T I T e
0 GIBP 25 Gl 0% 4o a8 14 0t & 0 % 4a s ppg OGS0
2 |GHBP | et e o Tage (o [ 17 |08 167 Lo a0 [l [0 Tege | CRRANCI
2R |G1-1/2B5P 25/40 1677 ;80% ;?:183 1.1:9 3535 100?;; 3223 ?78? ?i.%o .16655 .1677 .%;1 832 4111421 gggo ?ég.gﬁ XBV-4-G24R-0001-M

Please note the pressure ratings of the tube connections.

Hy

High-Pressure Block Body Ball Valve = Type XBV-4
Double L-Bore Four-Way Selector = Female NPT Thread (ANSI B1.20.1)

Female NPT Thread
(ANSI B1.20.1) When ordering the standard option as indicated in the
table below, the following materials will be supplied:

= Body, ball and stem: Carbon Steel

= |ever: Aluminium (STAUFF Sizes 02 and 04)
Zinc (STAUFF Sizes 06 to 10)
Aluminium (STAUFF Sizes 12 to 24)

= Ball seat: Delrin® (POM)

= 0-rings: FKM/FPM (Viton®)
STAUFF Thread Size Nominal Dimensions ("™/in) Nom. Pressure Weight Order Codes
Size d SizeDN LW L D | a H h m K Vv SW i dl H1  H2 (") (%ws)  (Standard Option)
T WNT 4 e or o 1 e o G a4 o e om0 am | MB--Noreootw
O WANT 6 o o am o 1 e o G a7 st o a msoam  MBH-NOsooonM
06 S/BNPT 10 728 11553 §015 2556 2868 t13097 ?706 ?%07 1;5 1545 15335 622 ;283 gggo 625?2 XBV-4-N06-0001-M
B WT B s s aor 0% 2 7w 8 s w5 e s org  MB-eN0soootM
VAT B G s s o o 261 14 16 66 67 7 a0 as o) | rass | NOHNIZ000NM
T B0 s g o e o e v 6 e % an o g SNS00Lm
TR UANT 0G0y s s o a0 a2 1A e s 67 |5 G0 a1 am | rax | MONEROOLM
2R URNT 0G0 s s ok s a2 1A e 67 & G0 a6 o rax MO0

Please note the pressure ratings of the tube connections.
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Multi-Way Ball Valves

High-Pressure Block Body Ball Valve = Type XBV-4

Double L-Bore Four-Way Selector = Female UN/UNF Thread (SAE J 514)
Female UN/UNF Thread

When ordering the standard option as indicated in the (SAE J514)

table below, the following materials will be supplied:

= Body, ball and stem: Carbon Steel 3}:%_7”,@

= |ever: Aluminium (STAUFF Size 04) =

Zinc (STAUFF Sizes 06 and 08) \&
Aluminium (STAUFF Sizes 12 and 16) i

= Ball seat: Delrin® (POM) e

= 0-rings: FKM/FPM (Viton®)

STAUFF Thread Size Nominal Dimensions ("™/in) Nom. Pressure Weight Order Codes

Size d SizeDN LW L D | a H h m K ) SW i dl Hl H2 (") (9/ws)  (Standard Option)
7/16-20 UNF 4 100 70 |55 |58 |40 |22 (160 14 12 14 65 101 | 500 1,60

04 (1/4" SAE) 6 16 1394 2,76 1217 12,28 (1,57 087 6,30 055 047 055 026 3,98 | 7250 3.52 XBV-4-N04-0001-M
9/16-18 UNF 7 115 80 65 68 |50 27 200 14 14 14 65 72 500 2,80

06 (3/8" SAE) 10 28 453 315 | 256 | 268 197 106 7,87 055 055 055 026 283 7250 616 | \oV-4-N06-0001-M
3/4-16 UNF 10 144 100 80 78 60 |31 200 (14 |14 1163 |9 82 400 5,20

08 (1/2" SAE) 13 39 | 567 3,94 | 315 307 236 1,22 787 055 055 064 035 323 5800 11.44 XBV-4-N08-0001-M
1-1/16-12 UN 14 164 138 113 |8 8 |67 365|320 165 17 18 85 96 B1l15) 6,80

12 (3/4" SAE) 20 55 646 543 445 335 346 264 144 1260 065 067 0,71 033 3,78 4500 14.96 XBV-4-N12-0001-M
1-5/16-12 UN 17 |180 [ 138 119 /85 103 82 475 320 [165 |17 |20 85 | 112 315 8,50

16 (1" SAE) 2 67 |7.09 543 469 335 406 323 1,87 1260 065 067 079 033 441 4500 18.70 XBV-4-N16-0001-M

Please note the pressure ratings of the tube connections.
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Multi-Way Ball Valves

High-Pressure Block Body Ball Valve = Type XBV-4
Double L-Bore Four-Way Selector = 24° Cone Gonnection
Light Series (DIN 2353 / IS0 8434-1)

24° Cone Connection

(DIN 2353 /IS0 8434-1) When ordering the standard option as indicated in the

table below, the following materials will be supplied:
y S _ <o = Body, ball and stem: Carbon Steel
- &= = Lever: Aluminium (STAUFF Sizes 02 and 04)
Zinc (STAUFF Sizes 05 t0 10)
' Aluminium (STAUFF Sizes 12 to 20R)
Jnion nuts and cutting rings L = Ball seat: Delrin® (POM)
are notincluded in delivery. = 0-rings: FKM/FPM (Viton®)
STAUFF Tube/Thread Size Nominal Dimensions (™/i) Nom. Pressure Weight Order Codes
Size d SzeDN RA LW L D I a H h m K V SW i d H H2 (%) (/i)  (Standard Option)
6 4 105 70 55 (58 40 22 160 14 |12 |10 65 101 | 500 1,60
02 0L/M12x15 ) 4 24 |16 413 276 217 228 157 87 630 55 .47 |39 | .26 3.98 | 7250 357 | XBV-4-06L-0001-M
8 |4 105 70 55 58 40 22 160 14 12 10 |65 101 | 500 1,80
04 OBL/M14x15 |6 31 |16 413 276|217 | 228 157 87 630 .55 47 |39 | 26 398 | 7250 396 | XBV-4-08L-0001-M
10 |7 114 80 |65 68 50 |27 (200 14 (14 11 65 |72 500 2,60
0 10L/M16x15 |8 39 | 28 449 315|256 268 197 1.06 7.87 | 55 |55 |43 | 26 283 7250 572 | XBU-4-10L-0001-M
12 |7 114 80 |65 68 50 (27 (200 14 14 11 65 |72 500 2,60
06 12L/M18x15 | 10 47 | 28 449 315|256 268 1.97 106 7.87 |55 |55 43 26 283 7250 57p | XBU-4-12L-0001-M
15 110 | 137 100 180 |78 |60 (31 200 14 |14 12 |9 | 82 400 4,70
08 15L/M22x15 | 13 59 |39 539 394315307 236 122787 | 55 |55 A7 .35 323 5800 10.34 | XBY-4-15L-0001-M
18 10 | 137 113 |85 8 67 365320 165 17 12 85 82 400 4,70
10 18L/M26x15 | 16 71 39 539 445|335 346 264 144 1260 65 |67 47 33 323 5800 1034 | XBV-4-18LDN16-0001-M
22 |14 152 138 (119 |85 |103 |82 | 475/320 165 17 14 |85 | 9 315 6,60
12 J2LIM0x2 120 e 508 543 469 335 406 323 187 1260 65 | 67 | 55 | .33 | 378 4500 1457 | XBY-4-22L-0001-M
28 |17 | 166|138 119 85 103 82 | 475(320 165 17 14 85 112 315 8,00
16 28L /M6 X2 2 110 67 654 543 469 335 406 323 187 1260 .65 67 55 .33 | 441 4500 17,60 | XBV-4-28L-0001-M
35 |17 170 138 119 85 103 82 475320 165 17 |16 |85 112 315 812
20R | 35L/Mi5x2 25032 138 67 669 543 469 335 406 323 187 1260 65 67 63 | 33 | 441 4500 17.86 | XBV-4-35LDN25-0001-M

Please note the pressure ratings of the tube connections.

Hy

High-Pressure Block Body Ball Valve = Type XBV-4
Double L-Bore Four-Way Selector = 24° Cone Gonnection
Heavy Series (DIN 2353 / IS0 8434-1)

24° Cone Connection
(DIN 2353 /1S0 8434-1) When ordering the standard option as indicated in the
table below, the following materials will be supplied:
BN
= <t g = Body, ball and stem: Carbon Steel
- & = Lever: Aluminium (STAUFF Sizes 02 and 04)
Zinc (STAUFF Sizes 05 to 10)
, Aluminium (STAUFF Sizes 12 to 20R)
Jnion nuts and cutting rings L = Ball seat: Delrin® (POM)
are notincluded in delivery. = 0-rings: FKM/FPM (Viton®)
STAUFF Thread Size Nominal Dimensions ("™/in) Nom. Pressure Weight Order Codes
Size d SzeDN RA LW L D I a H h m K V SW i d H H2 (%) (%/is)  (Standard Option)
8 4 105 70 55 (58 40 22 160 14 |12 |12 65 101 | 500 1,60
02 085/M1Bx15 ) 4 31 16 413 276 217 228 157 87 630 55 .47 | A7 |26 3.98 | 7250 35 | XBU-4-08S-0001-M
10 |4 105 70 55 58 40 22 160 14 12 12 |65 101 | 500 1,80
04 105/M18x15 | 6 39 |16 413 276|217 | 228 157 87 630 .55 47 | A7 | 26 398 | 7250 396 | XBV-4-105-0001-M
12 |7 116 80 |65 68 50 |27 (200 14 14 12 65 |72 500 2,60
0 125/M20x15 |8 A7 | 28 457 315|256 2.68 197 1.06 7.87 | 55 |55 | A7 26 283 7250 57p | XBU-4-125-0001-M
14 |7 120 80 |65 68 50 (27 (200 14 (14 14 65 |72 500 2,60
06 14S/M2x15 |10 55 |28 472 315|256 268 1.97 106 7.87 |55 |55 55 .26 283 7250 57p | XBU-4-145-0001-M
16 10 | 141 100 (80 78 (60 31 (200 14 14 14 9 |8 400 4,70
08 165/M24x1,5 |13 63 |39 555 394 315 307|236 122 787 55 |55 | 55 | .35 323 5800 10.34 | XBY-4-165-0001-M
20 10 145 113 |85 8 67 36530 165 17 16 85 82 400 4,70
10 205/ M30x2 16 79 39 571 445|335 346 264 144 1260 65 |67 63 .33 323 5800 1034 | XBV-4-205-0001-M
25 |14 160 138 119 85 | 103 |82 475320 165 17 18 85 |96 315 6,60
12 255/ M36x2 20 98 | 55 630 543 469 335 4.06 323 1.87 1260 65 | 67 .71 |33 | 378 4500 145  XBV-4-255-0001-M
30 |17 176 138 (119 |85 | 103 | 82 475 320 | 165 17 |20 |85 112 315 8,00
16 [30S/Ma2x2 125 yigT 67 693 543 469 335 406 323 187 1260 65 | 67 | 79 | 33 | 441 4500 17.60 I
38 |17 180 | 138 (119 85 103 82 475320 (165 17 |22 |85 112 315 812
2R | 38S/M52x2 25032 7150 67 700 543 469 335 406 323 187 1260 65 67 | 87 | 33 | 441 4500 1786 XBV-4-38SDN25-0001-M

Please note the pressure ratings of the tube connections.
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